
• 100% before shipment testing, stable and reliable long-term quality  
• Patented grid alloy formula and updated manufacturing technique  
• Completely sealed and maintenance-free, low self-discharge  
• Excellent charging and re-charging acceptance  
• Cycle use: More than 260 cycles at 100% DOD  
• Floating & standby use: 3-5 years 

• Telecommunications 
• Uninterruptable Power Supply (UPS) 
• Electric Power System (EPS) 
• Emergency backup power supply

• Alarm and security system 
• Communication power supply 
• DC power supply 
• Auto Control System

12V 7.0AH                                LV7.0-12
LV-series VRLA Battery 

LIVEN LV Series - VRLA Battery

Application:

Specification:

Outer Dimensions:

www.liven-battery.com

LIVEN

• Component ......Raw material  
• Positive ............Lead dioxide  
• Negative ..........Lead  
• Container .........ABS  
• Cover …………ABS  

• Sealant ............Epoxy  
• Safety valve .... Rubber  
• Terminal ..........Copper  
• Separator ........Fiber glass  
• Electrolyte ...... Sulfuric acid 

Construction:

2.0 Kg



12V 7.0AH  LV-series VRLA Battery                                 LV7.0-12

www.liven-battery.com

Constant Current Discharge (CC, Unit: A) at 25ºC (77ºF)

Constant Power Discharge (CP, Unit: W) at 25ºC (77ºF)

Al
l d

ata
 su

bje
ct 

to 
ch

an
ge

 w
ith

ou
t n

oti
ce

.N
o p

ar
t o

f th
is 

do
cu

me
nt 

ma
y b

e c
op

ied
 or

 re
pr

od
uc

ed
, e

lec
tro

nic
all

y o
r m

ec
ha

nic
all

y, 
wi

tho
ut 

wr
itte

n p
er

mi
ss

ion
 fr

om
 th

e L
ive

n B
att

er
y c

om
pa

ny
. 

    Effect of temperature on long term float life Storage characteristic    

Charge characteristic Curve for standby use Discharge characteristic Curve    


